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Abstract: Auxiliary forcing ventilation system is the most common air distribution system of the devel-
opment headings in underground mines. This paper reports the development of numerical analysis for
calculating the Air Change Effectiveness (ACE) of ventilation performance for auxiliary forcing ventila-
tion system in underground mines. The methodology presented in this paper will be demonstrated
through Computational Fluid Dynamics (CFD) modelling and calculated in accordance with ASHRAE
F25-1997 methodology. Local age, Mean Age of Air (MAA) and ACE were calculated in three scenarios
using CFD modelling to study the ventilation performance. ACE was calculated at locations in the devel-
opment headings occupied space, based on the MAA from the same ventilation system parameters in
three different scenarios. Simulation results indicate that ACE is influenced due to the involvement of
objects in the development heading that can reduce the effective volume of the zone. This study provides
some new ideas for measuring ACE which can provide better auxiliary ventilation system in underground
mines. The proposed methodology could be applied as guidance for design and setup of auxiliary venti-
lation systems. Results from this CFD modelling will be used for extensive validation study which pur-
pose will be to prove the accuracy of the methodology and, if necessary, to improve it.
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1. INTRODUCTION
Concern for air quality inside underground mines has grown over the past years as
results of making better work environment for the miners. Ventilation in underground
mines is now a vital component to improve the work conditions and properly dilute the
pollutants. The objective of the auxiliary forcing ventilation system in underground
mines is to deliver the necessary air quantity and quality to all development headings
through the use of a combination system of fans, ducts and air flow controls (De
Souza 2004). Because auxiliary forcing ventilation system is now expected to main-
tain a much better balance between human health and work environment, many re-
searches have been devoted to study the performance or the effectiveness of this ven-
tilation system.
The purpose of this study was focused on the development of a method for deter-
mining the Air Change Effectiveness (ACE) of the auxiliary forcing ventilation system
in underground mines using CFD software. ACE describes the ability of a ventilation
system to deliver ventilation air to a zone, space or how well the air is distributed
within the breathing height (Amai & Novoselac 2016).
This study was undertaken to investigate the ACE and also to answer the following
questions:
 Is there fast and inexpensive method for calculation of ACE of the auxiliary
forcing ventilation system in underground mines?
 Whether the age of air that is delivered to the breathing zone inside develop-
ment heading can be determent?
 Whether the ACE will change under the same ventilation parameters if we add
objects in the development heading?
Fig. 1. Auxiliary forcing ventilation system in underground mines
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In the past, numerous methods have been developed to measure ACE based on
laboratory testing and with tracer gas techniques (Federspiel 1999). The previously
developed methods for measuring ACE suffer from a series of limitations that have
prevented them to be widely used in the field of auxiliary forcing ventilation system
do to the fact that they are too expensive, complicated and difficult (Han et al. 2002;
Xing et al. 2001; Fisk et al. 1997; Tomasi et al. 2013).
In the process of development, it was decided that the method for measuring ACE,
has to be quick, easy, inexpensive and reliable. Also this method, has to avoid dis-
turbing the ventilation system and miners during working hours. Finally, it was felt
that the method should be simple enough to be applied by practitioners involved
within the underground mine.
2. LITERATURE REVIEW
To develop this method for determining the ACE of the auxiliary forcing ventila-
tion system proposed within this paper, it was first necessary to retrace the steps and
procedures followed by other researchers in the development and implementation of
their methods. This section reviews the currently published studies for determining
ACE of ventilation systems.
Xianting et al. (2003a) developed algorithm for calculating fresh air age in central
ventilation system which is based on the analysis of air mixing and air flow in duct.
The calculation of fresh air age is an important index to evaluate indoor environment.
Stokes et al. (1987) in their study emphasize the usefulness of Sulphur hexafluoride
as a tracer gas for mine ventilation studies. This study presented details of two tracer
gas techniques used and the derived results include: air quantity flows, single air ex-
change times, air path volume and the average residence times.
Widiatmojo et al. (2014) investigated the air residence time in a cavity using tracer
gas and the decay time was measured for the gas to completely escaped from the cav-
ity. The cavity’s ventilation efficiency and the air exchange rates were also investi-
gated in this study.
Sandberg (1981) is the first who applied the concept of age of air to ventilation
system studies. In his research he summarized various definitions of ventilation
efficiency. He stated that the sooner the supply ventilation air reaches a particular
point in the room, the greater the ACE at that point. This concept presents the basis
and is widely accepted by many researchers and organizations including AIVC and
ASHRAE.
Monteiro & Castro (2014) investigated and measured thirteen strategies of air dif-
fusion in a test chamber through the use of tracer gas method, with the objective to
validate the calculation by CFD. In this study they compared the ACE and the Con-
taminant Removal Effectiveness (CRE) and the main results from this research shows
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that the values of the numerical simulations are in good agreement with experimental
measurements.
Daghigh & Sopian (2009) investigated thermal comfort level of an air-conditioned
room as a function of maximum, minimum and mean ACE. The tracer gas decay method
has been applied during the experimental procedures to estimate ACE. This research has
shown that thermal comfort is influenced by ACE.
Novoselac & Srebric (2003) investigated ACE and contaminant removal effective-
ness as suitable indicators for use in design and on-site measurements. These two pa-
rameters were numerically studied and compared for five typical indoor spaces with
different contaminant sources and ventilation strategies. Based on the results of this
research, designers could select an air quality indicator that is more appropriate for
their particular ventilation strategies.
Jones & Whittle (1992) investigated the application of CFD to environmental design
inside buildings and concluded that CFD codes can be successfully applied to air flow
prediction but they must be used with engineering judgement to get the best from them.
Most of the studies that research this field focused on determining the ACE of ven-
tilation systems inside buildings and offices and very few studies focused on investi-
gating the ACE of ventilation systems in underground mines. This research will present
a low-cost methodology for determining the ACE of the auxiliary forcing ventilation
system, that will help to improve the working conditions inside development heading
in underground mines.
3. METHODS
3.1. THE AGE OF AIR CONCEPT
The age of air is defined as the time passed by since this molecule entered the zone,
space or the room (Xianting et al. 2003b). Consider a point X in a development head-
ing with one supply air inlet. The age of air will be the length of time required for the
supply air to reach that point. As the air can reach this point through various different
paths, the mean value is called the Local Mean Age (LMA) of the air at point X. LMA
represents the un-freshness of supply air, a longer age of air suggests poorer air delivery
compared to a short age of air for the same location, so that it can be used as a local
supply index at the point (Buratti et al. 2011). Arithmetic averaging of all these LMA
result in the Mean Age of Air (MAA) of the room or space. The age of air has units of
time (seconds or minutes), so it is not a true “effectiveness” or “efficiency” measure,
but can point out or give indication of problems within a space or zone (Padilla-
-Marcos et al. 2017). The value of MAA characterizes the effectiveness of the ACE of
the entire room or space as it is addressed the air distribution within the room or space
as well as the supply air volume.
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Fig. 2. The age of air concept inside development heading
3.2. AIR CHANGE EFFECTIVENESS (ACE)
ASHRAE Handbook (1997) states that ACE is defined as a description of a sys-
tem's ability to deliver ventilation air to a zone or space, whereas ventilation effective-
ness is a description of an air distribution system’s ability to remove internally gener-
ated pollutants from a zone or space. The definition of ACE can be formulated by
stating that the main goal of the auxiliary forcing ventilation system in a development
heading is to reduce MAA to a minimum value.
According to this, the minimum MAA or the optimum ventilation time has to be
defined with respect to a standard reference value which in theory could be reduced to
a value near zero if enough ventilation air is delivered into a development heading.
However, this is not practical since the ventilation flow rate inside the development
heading would be too high for human comfort and there is the risk of additional dust
particles that can be picked up by the air stream which reduces the quality of the air in
the ventilated place (McPherson 1993). With this in mind the minimum value for
MAA must be established based on a different criterion than time alone. This criterion,
consists in comparing the airflow rates with a theoretical estimate of the best or opti-
mum MAA in the development heading. This value is represented by n and is referred
as the nominal time constant of the development heading. The value of n, is obtained
using mathematical formulation based on models used to predict the time for a volume
of air to ventilate the development heading.
For analysis purposes, as shown in Fig. 3, the air movements in a development
heading can be assumed to follow two types of behavior based on the auxiliary venti-
lation setup a) piston flow, b) short-circuiting flow. When the auxiliary ventilation is
setup with combining the advantages of forcing and exhausting ducts (overlap sys-
tems) then we will assume that the air will follow piston flow behavior (Fig. 3a), and
when the auxiliary ventilation is setup using forcing or exhausting ducts that we will
assume short-circuiting flow (Fig. 3b). The created airflow patterns in the develop-
ment heading based on the auxiliary ventilation setup are shown with arrows on Fig. 3,
and the resulting effect of these airflows on pollutants is shown in greyed areas from
a point source.
As shown, in the piston flow all the molecules of air go from the ventilation inlet of
the development heading directly to the other side to be released from the outlet (Fig. 3a).
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In short-circuiting flow, the air in the space has variations in the age and in some re-
gions we can assume mixing flow where the air has the same age (short-circuiting
areas) (Fig. 3b). For the auxiliary overlap ventilation system or piston flow the amount
of air replaced after 1 hour at 1.0 air changes per hour (ACH) will theoretically be 100%
(Bearg 1993). For the auxiliary ventilation setup using forcing or exhausting ducts or
the short-circuiting flow, the amount of air actually replaced after 1 hour at 1.0 ACH
will theoretically be less then 63% in the well-mixed case because the ventilated space
becomes not just one zone but several, with differing zones receiving varying re-
placement rates (Bearg 1993).
Fig. 3. Theoretical flows inside development heading used for age of air predictions
If we assume that the conditions in the development heading do not change
(steady-state) then, the theoretical age for the air can be calculated using the following
equation (Roulet 2008):
1
n
V
Q n
   , (1)
where:
n is the shortest time air molecules spent in the development heading (nominal
time constant) [min],
V – the volume of the development heading [m3],
Q – air flow rate from the auxiliary ventilation system [m3/s],
n – air change rate [air changes per hour].
This expression states that the time required for the air to ventilate a space is equal
to the volume of the development heading, divided by the air flow rate from the aux-
iliary ventilation system.
The average time spent by the air with this theoretical estimate is expected to de-
crease as the flow rate of air going through the room increases. With overlap auxiliary
ventilation system this nominal time constant n, will have lower value because of the
combine cooperation between the forcing and exhausting ducts.
The air change rate, which is the reciprocal of the nominal time constant n, ex-
presses the number of times the air volume in the development heading is changed in
an hour.
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For piston-flow the value for nominal time constant n, can be shown to be less
from the value for short-circuiting flow. According to the ASHRAE (1997), the for-
mulation for calculating ACE can be express like:
nACE
MAA
 . (2)
The values for ACE are normally determined by field or laboratory measurement.
This can be restrictive, since some of the methods are very expensive and complicated.
The evolution of CFD for flow field analysis provides an opportunity to apply ACE
concepts at the design stage and improve the overall ventilation system.
3.3. MODEL FORMULATION
A three-dimensional model was developed to replicate a typical development
heading in underground mine, as shown in Fig. 4. The creation of the 3D geometry,
meshing and numerical modelling was carried out using the ANSYS Fluent software.
The geometry of the development heading and the operating parameters of the auxil-
iary forcing ventilation system are shown in Fig. 4.
Fig. 4. Geometry and ventilation parameters of the model
In this paper were investigated three scenarios with the same geometry, operating
parameters and computational characteristics, where calculations are made for ACE
and MAA distribution inside empty development heading, ACE and MAA distribution
in the breathing zone of the miner inside the development heading and ACE and MAA
distribution inside development heading with LHD.
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Mesh size was selected inside ANSYS Fluent software after performing mesh in-
dependence test and structured hexahedral mesh with a size of 0.04 m was created.
The used boundary conditions in the model are the following:
 At walls: the standard wall function;
 At the duct inlet: air velocity of 18 m/s;
 At the duct outlet: gauge pressure of 0 Pa;
 At the mine gallery outlet: gauge pressure of 0 Pa;
 Age of air: set to zero at the duct inlet.
This numerical simulations, were calculated using a second order scheme with
convergence criterion in the order of 10–5.
Fig. 5. Setup of the three scenarios that were considered in this analysis
In this paper the motion of fluid in the development heading follows principles of
mass conservation, Newton’s second law and the first law of thermodynamics. The
numerical model used in this study is based on solving the three governing laws which
are known as continuity equation, Navier–Stokes equation and energy equation, re-
spectively (ANSYS Academic Research 2015):
( ) 0V
t
    , (3)
2V V V p V F
t
            , (4)
2
s E
E E E K T W S
t
            , (5)
where  is the fluid density, t is time; V = (Vx, Vy, Vz) is overall velocity vector of flow
particle, p is the pressure gradient,  is viscosity of fluid, F = (Fx, Fy, Fz) gravita-
tional body force and external body forces, E is the energy of flow media, K is con-
ductivity coefficient, Ws is the work done by the surface stresses and SE represents
energy supplied by source term.
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The turbulence is simulated with the realizable k –  model because in previous
researches has been found to be sufficient. This model considers of two-equation
which solves for turbulent kinetic energy k, and its dissipation rate , which is cou-
pled with turbulent viscosity. This model is given as (ANSYS Academic Research
2015):
( ) ( ) tj k b M k
j j k j
kk ku G G Y S
t x x x
   
                    
, (6)
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kk

  
    
    
               
    (7)
where:
1 max 0, 43, , , 25 ij ij
kC S S S S  
      , (8)
where: Gk is the generation of turbulence kinetic energy due to the mean velocity gra-
dient, Gb represents the generation of turbulence kinetic energy due to buoyancy, YM is
the contribution of the fluctuating dilatation in compressible turbulence to the overall
dissipation rate, k and s are the turbulent Prandtl numbers for k and , C2 and C1s are
constants, Sk and Ss are user-defined source terms, xj is the axial coordinate and uj is
the axial velocity.
The value of MAA was calculated by solving the passive scalar transport equation
in ANSYS Fluent software as follows (ANSYS Academic Research 2015):
, ( )j m t
j j j
u J J D D
x x x
             
  , (9)
J
  is the component of diffusion flux, Dm and Dt are molecular and turbulent diffusiv-
ity, (Dm +Dt) is a turbulent Schmidt number and its value was assumed 0.7.
In ANSYS Fluent software there is not available model for calculating MAA, and
because of this the equation is embedded in the CFD simulation by using user-defined
functions (UDF) and then are compiled into executable functions in the solver (ANSYS
FLUENT 12.0 UDF Manual, 2009) (Fig. 6).
There are five arguments to DEFINE SOURCE: name, c, t, dS, and eqn. Supply name
is the name of the UDF, c, t, dS, and eqn are variables that are passed by the ANSYS
FLUENT solver to the UDF. There are four arguments to DEFINE_DIFFUSIVITY:
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name, c, and t, and i. Supply name is the name of the UDF, c, t, and i are variables that
are passed by the FLUENT solver to the UDF. The UDF will need to compute the
diffusivity only for a single cell and return the real value to the solver.
Fig. 6. UDF that computes diffusivity for MAA using a user-defined scalar
4. RESULTS AND DISCUSSION
4.1. NUMERICAL RESULTS
In this paper the performance of auxiliary forcing ventilation system in a develop-
ment heading is examined in terms of ACE, where a total of three numerical simula-
tion scenarios were performed under the same geometry, operating parameters and
computational characteristics but with different setup (Fig. 5).
The simulation results are presented at two different planes shown in Figs. 7–9,
to provide a complete understanding of the MAA in the development heading. The
z–x cross-section planes represent the possible movement locations of the miners,
and the x–y plane with z = 1.6 m, represent the possible breathing zone of the min-
ers.
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Simulation was first conducted for the case with empty development heading
(Scenario 1, Fig. 5a). The MAA distribution indicates that the highest values are at the
development face which is expected.
Fig. 7. Numerical simulation results for Scenario 1, at:
a) possible movement locations of the miners and b) possible breathing zone of the miners
In Scenario 2 (Fig. 5b), due to the involvement of the miner we can notice minor
changes in the airstream patterns that produces little changes in the MAA values that
generated different ACE from Scenario 1, with 0.22% difference.
Fig. 8. Numerical simulation results for Scenario 2, at:
a) possible movement locations of the miners and b) possible breathing zone of the miners
V. ADJIS et al.186
In Scenario 3 (Fig. 5c), the involvement of LHD generates very different air speed,
airstream patterns and also significantly big change in the effective volume of the zone
inside the development heading. This setup resulted in very different MAA and ACE
values across the development heading as shown in Fig. 9.
Fig. 9. Numerical simulation results for Scenario 3, at:
a) possible movement locations of the miners and b) possible breathing zone of the miners
Figures 10–13 illustrates the MAA in the cross sections of the possible movement
locations of the miners with respect to their specific distance from the development
heading face.
Results that are shown, explore various conditions that can occur in the mine de-
velopment heading under the same ventilation operating parameters but different
setup, and evaluates different airflow patterns that generate different results in the
MAA values. The effective volume will be less than the gross development heading
volume by the amount equal to the volume of the miner or the LHD. The different
speed and movement of airflow patterns are expected due to the involvement of the
miner and LHD in the development heading. The change in the effective volume of
the zone inside the development heading in Scenario 3 (Fig. 5c), due to the involve-
ment of LHD that do not completely obstruct the movement of air patterns resulted in
higher result in the ACE and lower values in MAA. This phenomenon is due to the
fact that the introduction of objects that reduce the effective volume of the zone inside
the development heading results in a higher value of air changes per hour because this
is related with the total volume of air in the zone that needs to be replaced (Hou et al.
2015). When calculating ACE for a space or zone, taking effective volume into con-
sideration will have a significant effect on the result.
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Fig. 10. MAA values in empty development heading at z–x cross-sections planes
with respect to their specific distance from the face
Fig. 11. MAA values in development heading with miner at z–x cross-sections planes
with respect to their specific distance from the face
Fig. 12. MAA values in development heading with LHD at z–x cross-sections planes
with respect to their specific distance from the face
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Fig. 13. MAA comparison values in development heading at z–x cross-sections planes
with respect to their specific distance from the face
The numerical results are in accordance with this logical assumption in terms of this
argument which is in favor of the presented methodology. MAA along the breathing
height in the development heading are presented in Figs. 14–17.
Fig. 14. MAA values in the breathing zone of empty development heading at x–y plane (z = 1.6)
with respect to their specific distance from the face
Fig. 15. MAA values in the breathing zone of development heading with miner at x–y plane (z = 1.6)
with respect to their specific distance from the face
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Fig. 16. MAA values in the breathing zone of development heading with LHD at x–y plane (z = 1.6)
with respect to their specific distance from the face
Fig. 17. MAA comparison values in the breathing zone of the development heading at x–y plane (z = 1.6)
with respect to their specific distance from the face
With the scenarios presented, we managed to prove this relationship with the ob-
jects that can reduce the effective volume of the zone and the ACE. This positive
change in ACE due the change in effective volume of the zone as we introduce objects
is only possible if the objects do not block the airstream completely in the sense that
the air can’t reach to the development face (Fig. 18).
We have chosen simple scenarios from which we can make logical conclusions to
make sure that we are on the right track with the methodology, before starting the
validation process. The base model results must be validated against data from field
measurements before accepting this quick, easy and inexpensive model for measuring
ACE of the auxiliary forcing ventilation system in underground mines. Due to the
extensiveness of the method the validation model with tracer gas technique will be
scope of another study.
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Fig. 18. ACE of the auxiliary forcing ventilation system inside the presented scenarios
5. CONCLUSION
CFD modelling has been conducted in this study to develop a method for deter-
mining ACE of the auxiliary forcing ventilation system in underground mines.
The value of MAA was calculated and simulated in order to characterizes the ACE
through the development heading in three scenarios under the same geometry, operat-
ing parameters and computational characteristics but with different setup.
Simulations provided detailed visual MAA patterns for understanding and calculating
ACE. Modelling results show different speed and movement of airflow patterns due to
the involvement of objects in the development heading. This objects reduce the effective
volume of the zone and resulted in a higher value of air changes per hour because this is
related with the total volume of air in the zone that needs to be replaced.
The change in the effective volume of the zone inside the development heading re-
sulted in higher value in the ACE and lower values in MAA, but it needs to be stated
that this is only possible if the objects do not block the airstream completely and re-
duce the airstream to reach the development face.
In addition this work highlights the concern for air quality inside underground
mines and shows effort for making better work environment for the miners.
Furthermore, methodology for calculating the MAA using UDF inside ANSYS
Fluent software was presented in this study.
Due to the complexity and the extensiveness of the validation model will remain to
be presented in a different study, which is needed before accepting this methodology.
Moreover, such studies are needed for constant improvement of working conditions
inside underground mines.
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